TECHNICAL ADVISORY for POOR AGAIN DAGNABBIT!  (rev 04 2011)
I.  LIGHTING 

THE AREA TO LIGHT is 27 feet in width and 18 feet in depth from the lip of the apron or from the lip of the orchestra pit cover.   Please Light ONLY this area.  If the stage is wider, then we will either curtain off the sides or just keep those sides unlit.
The single most important quality the actor looks for in a performance is closeness to, and intimacy with, the Audience, so this necessitates lighting as far downstage as possible, primarily with front of house (FOH) lighting. 

Our Lighting Requirements are Extremely Simple: 
1. A DAYLIGHT LOOK (Warm Wash) that covers the entire 27 X 18 stage area evenly – a nice sunny summer afternoon wash. Amber or straw or no-color pink gels (or combinations thereof with a few blues) work well. 

2. A DOWNSTAGE Center SPECIAL. (Front of House instruments only, please)  This should be focused Downstage, as close to the lip as you can and about 8 to 10 foot around.  It will be used as special for a story called “The Boy,” which takes place at beginning of Act 2.
II. SOUND
The actor, when driving, carries a Shure ULXP4 wireless mic system, XLR connectors that can plug in to your house system (although, if the house is small and/or the acoustics are outstanding, he prefers to perform without mic). When mic is used, the actor prefers sound ENHANCEMENT, rather than amplification.

Actor also brings a Mini Disc Player, along with cues on a Mini Disc for the show.

If you have questions, contact: Tim Behrens at THE MCMANUS COMEDIES
Cell Phone:  509-993-7121  email:  tim@mcmanusplays.com
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